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INSPECTTON REPORT

INSPECTION DATE & TIME: 23 September L992
0 9 :  O O  t o  1 6 :  0 0

Permittee and/or Operator's Name: Co-Op Mining Company
Bus iness Address:  P.O.  Box 1245 Hunt ington.  Utah 84528
Mine Name: Bear Canvon Permit Number: A C T l O L S l O 2 5
Type of Mining Activity: Underground_X_ Surface_ Other-
County: Emery Company Official (s) : Charles Revnolds
S ta te  O f f i c i a l s  ( s )  :
Federa l  Of f ic ia l  (s )  :
Part ia l :  X Complete:-  Date of  last  Inspect ion: 19 August 1992
Weather Conditions: Sunny and warm C?ft
Acreage: Permitted-L060 Disturbed-34 REgraded-_ Seeded
Bonded-1-6 Enforcement Action: None

COUPIJIANCE WfTH PERUITS AND PERFORMANCE STAIIDARDS

].. PERMITS
2. SIGNS AND MARKERS .
3 .  TOPSOTL
4. HYDROLOGTC BALANCE:

a. STREAM CHANNEL DIVERSIONS
b. DIVERSIONS
c. SEDIMENT PONDS AND IMPOI]NDMENTS
d. OTHER SEDTMENT CONTROL MEASURES
e. STIRFACE AND GROUNDWATER MONTTORTNG
f. EFFLUENT LTMITATIONS

5. EXPLOSIVES
6. DISPOSAL OF DEVELOPMENT WASTE & SPOIL
7.. COAL PROCESSTNG WASTE
8. NONqOAL WASTE
9. PROTECTION OF FISH, WILDLTFE AND

RELATED ENVTRONMENTAL VALUES
10. SLIDES AND. OTHER DAMAGE
11. CONTEMPORANEOUS RECLAMATION
1-2. BACKFILLTNG AND GRADTNG
13. REVEGETATION
1.4. SUBSIDENCE CONTROL
1-5. CESSATION OF OPERATIONS
l_6. ROADS

a. CONSTRUCTION
b. DRATNAGE CONTROLS
c. SURFACING
d. MAINTENANCE

1-7. OTHER TRANSPORTATTON FACILITIES
1,8. SUPPORT FACILITTES

UTTLTTY INSTALLATTONS
an equal opportunity employer

YES NO N/A COMMENTS
( )  ( )  ( )  (L

(r  ( )  ( )

( )  ( )  ( )

(x)  ( )  ( )
( )  ( )  ( )

(x)  ( )  ( )
(x)  ( )  ( )
(x) ()  ()
(x) ()  ()
( )  ( )  ( )
( l  ( )  ( )
( )  ( )  ( )
( )  ( )  ( )
( )  ( )  ( )

( )  ( )  ( )
( )  ( )  ( )
( )  ( )  ( )
( )  ( )  ( )
( )  ( )  ( )
( )  ( )  ( )

( )  ( )  ( )
( )  ( )  ( )

( )
( )
( )

1)

( )  ( )
( )  ( )
( )  ( )

(x)
( )

(x)
(x)
(x)
(x)
( )
( )
( )
( )
( )
( )

( )
( )
( )
( )
( )
( )
( )

( )
( )
( )
( )
( )

(x)

Steve Fau1k (Price BLM)

(x) ()



TNSPECTTON REPORT

(Continuation sheet)

PERMIT NTMBER:. ACT/OLslO25 DATE OF TNSPECTION:

Pacre 2 of 3

23 September L992

(Comments are Numbered to Correspond with Topics Listed Above)
1. SIGIIS A}ID U,ARKERS

Perimeter marJcers lrere observed around the entire perimeter.
The perimeter is adeguately marked and easy to discern. Each
perimeter marker is within sight of the two adjacent markers and
all markers are brightly colored and easy to see.

{. HYDROIJOGf C BALA}ICE
a) Stream Channel Diversions--Bear Creek was flowing at the
time of the inspection. Both segments of the Bear Creek
culvert were observed to be in good condition and
unobstructed. The Bear Creek culvert is 60-inch diameter
CMP r €rs shown in the plan.

b) Diversions--Al l  d isturbed di tches--D-1R, D-2R, D-l-D,
D-3D, D-4D, D-sD, D-7D--were observed along their  ent i re
lengths. All ditch embankments were found to be in good
repair and all ditches were free from obstruction.

AI l  undisturbed di tches--D-1-U, D-zU, D-3U, D-4U, D-sU, D-6U,
D-7U, D-8U, D-l1U--were observed along their  ent i re lengrths.
All ditch embankments were found to be in good repair and
all ditches $rere free from obstruction.

Al l  d isturbed culverts--C-1-R, C-LD ,  C-zD, C-3D, C-4D, c-sD--
were observed. AlI culverts, inlets and outlets were found
to be in good condition and free from obstruction.

Al l  undisturbed culverts--C-1-U, C-ztJ,  C-3U I  C-4U, C-sU,
C-6U, C-7V, C-8U, C-t0U--were observed. Al l  culverts,
inlets and outlets were found to be in good condition and
free from obstruction.

c) Sediment Ponds and Impoundments--Sediment Ponds A and B
ttere observed. Both contained some water. Embankments
appeared to be stable and free from erosion. Neither pond,
as indicated by sediment level markers, is in need of
cleaningf.

d! Other Sediment Control ldeasur€e--All berms along roads
and edges of pads were observed. AIl were found to be
present, stable and in grood repair.

Silt fences at the bend of the Upper Portal Access Road and
around the topsoil stockpile were observed. A11 were found
to be in good repair and free from obstruction,



TNSPECTION REPORT

(Continuation sheet)

PERMIT NtI!IBER: ACT/O15/025 DATE OF INSPECTION:

Pacre 3 of 3

23 September L992

(Comments are Numbered to correspond with Topics Listed Above)
18. SUPPORT FACIIJITIEg A}ID UTILITY I}ISTAI.'I.'ATIONS

The new loadout conveyor tunnel (Arnendment 92E.) is under
construction. The concrete work is finished and the conveyor
i tsel f  is now being bui l t .

The Upper Bear Canyon breakout was sealed, in accordance
with the plan, in the latter part of August of this year. The
Divis ion was not i f ied of  the seal ing in a September 8,  L992
letter from the operator. The sealed portal, which is up canyon
approximately L/ 4 mile from the bend of the Portal Access Road,
was observed during the inspection. The operator has done an
excel lent job of  backf i l l ing and seal ing the portal .  The f i l l
material is compacted and completely f i l ls the opening so that
the portal location is barely discernible from the surrounding
arga.

Steve Faulk of  the Pr ice Off ice of  the U.S. Bureau of Land
Management accompanied Jess Kelley of the Division on the
inspection tour. Faulk and Kelley also went underground to
assure that the underground operations are being carried out in
accordance with the updated maps submitted to the BLM. Both were
sat isf ied that th is is indeed the case.

Copy of this Report:
Mailed to: Bernie Freeman (OSM) ; Wendell Owen (Co-Op)
Given to:  Joe Helfr ich (DoeM); Pr ice Field Off ice (DOGM)

Inspector, s Signature 3 Da tez  9 /28 /92


